FIRE SERVICE FEATURES
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Figure 503.1.1(1)
FIRE DEPARTMENT ACCESS—LARGE BUILDING

503.1.2

Small buildings may require an access road on one
side only, if the access road is within 150 feet (45 720
mm) of all portions of the grade level floor [see Figure
503.1.1(3)].

A long narrow building may require fire depariment
access roads on two sides only, if all portions of the
grade level floor are within 150 feet (45 720 mm) of the
access road [see Figure 503.1.1(2)].
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For Si: 1 foot = 3048 mm.

Figure 503.1.1(3)
SMALL BUILDING ACCESS
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Figure 503.1.1(2)
FIRE DEPARTMENT ACCESS ON TWO SIDES

anna INTERMATIONAL FIRE CODE® COMMENTARY

Exception 1 states that the 150-foot (45 720 mm) dis-
tance may be increased, with the approval of the fire
code official, when the building is equipped throughout
with an automatic sprinkler system. The code does not
give the fire code official guidance on how much over
150 feet (45 720 mm) is reasonable. The fire code offi-
cial must make the determination based on the re-
sponse capabilities of his or her emergency response
units and the anficipated magnitude of the incident.

The “alternative means” in Exception 2 may include
standpipes, automatic sprinklers, remote fire depart-

_ment connections or additional fire hydranis.

" .The Group R-3 facilities noted in Exception 3 include
all detached one- and two-family dwellings and multiple
(three or more) single-family dwellings (townhouses)
more than three stories in height and all institutional fa-
cilities that accommodate five or less people for less
than 24 hours per day. Group U occupancies are utility
and miscellaneous accessory buildings or structures.

503.1.2 Additional access. The fire code official is authorized
to require more than one fire apparatus access road based on the
polential for impairment of a single road by vehicle congestion,
condition of terrain, climatic conditions or other factors (hat
conld limit access.

+ Additional access roads may be required by the fire
conde official based on his or her knowledge of traffic pat-
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